
The Tema family consisting of wall, bollard, and 
park lamps, is characterised by roustic simplic-
ity in design and material. The galvanised version 
will withstand almost any treatment and requires 
no maintenance. It is shining when new but will 
quickly gain patina and become darker and matt. 
The Tema Grønnegade and the Tema Klampen 
fittings are available in two sizes and come with 
LED or E27.

Tema Klampen - Ø 205 and 250
Tema Grønnegade - L 385 and 490
Tema Bollard - H 1000 and 1100
Tema Park - H 2450, 3000, and 3500

TEMA KLAMPEN
Design: Torben Rix, Leif Jensen, Ole Bruhn
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Luminaire specification: 	
Material:	 Hot-dipped galvanised steel
Wall box:	 Cast aluminium
Diffuser:	 Clear polycarbonate
Connection:	 3 x 4 mm2 in wall box, max 2 cables 1.5 mm2

Classification:	 IP44, class I
Corrosion resistant to:	 C5
Weight:	 4 kg
Lamp types:	 LED or E27 types

TEMA KLAMPEN 205
Design: Torben Rix, Leif Jensen, Ole Bruhn

LED and driver specification: 
LED type:	 Bridgelux Vero 10
Total consumption:	 8 W (250 mA)
Service life:	 min 100,000 hours at ta max 25°C
Colour temperature:	 2700, 3000 or 4000 Kelvin
Colour rendering:	 min 90 Ra
Colour accuracy:	 3 Steps SDCM

Driver:	 TCI LED driver, 250 mA
	 Dimmable upon request
Service life:	 min 50,000 hours
	
	

Product codes:
Tema Klampen 205
Item No. Lamp type
6850- 8 W Bridgelux Vero 10, 250 mA
6051- E27, max 57 W, max length 103 mm, max diameter 60 mm

Select colour, colour temperature, etc. in the table below.

Combine with: Colour Colour temperature Dimming
9 galvanised 927 2700 K, 90 Ra V 1-10 V

930 3000 K, 90 Ra D Dali
940 4000 K, 90 Ra

Example Order No.: 6850-9930 = Tema Klampen 205, galvanised, 8 W LED, 3000 K 90 Ra
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Luminaire specification: 	
Material:	 Hot-dipped galvanised steel
Wall box:	 Cast aluminium
Diffuser:	 Clear polycarbonate
Connection:	 4 x 6 mm2 in wall box, max 2 cables 2.5 mm2

Classification:	 IP44, class I
Corrosion resistant to:	 C5
Weight:	 6 kg
Lamp types:	 LED 

TEMA KLAMPEN 250
Design: Torben Rix, Leif Jensen, Ole Bruhn

LED and driver specification: 
LED type:	 Bridgelux Vero 10
Total consumption:	 12 or 17 W (350-500 mA)
Service life:	 min 100,000 hours at ta max 25°C
Colour temperature:	 2700, 3000 or 4000 Kelvin
Colour rendering:	 min 90 Ra
Colour accuracy:	 3 Steps SDCM

Driver:	 TCI LED driver, 350-500 mA
	 Dimmable upon request
Service life:	 min 50,000 hours
	

Product codes:
Tema Klampen 250
Item No. Lamp type
6856- 12 W Bridgelux Vero 10, 350 mA
6857- 17 W Bridgelux Vero 10, 500 mA

Select colour, colour temperature, etc. in the table below.

Combine with: Colour Colour temperature Dimming
9 galvanised 927 2700 K, 90 Ra V 1-10 V

930 3000 K, 90 Ra D Dali
940 4000 K, 90 Ra

Example Order No.: 6856-9930 = Tema Klampen 250, galvanised, 12 W LED, 3000 K 90 Ra
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